three inches = one foot

one and one—half inches = one foot

one—quarter inch = one foot three—eighths inch = one foot one—half inch = one foot three—quarters inch = one foot one inch = one foot

one—eighth inch = one foot
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DUCT PENETRATION
FIRE SAFING DETAIL

NOTES:

SCALE: N.T.S.

CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS AND
DIMENSIONS.

ONE ELEVATOR BETWEEN BASEMENT AND SUB BASEMENT

MUST BE

OPERATIONAL AT ALL TIMES.

CONTRACTOR TO PROTECT ALL EXISTING FINISHES DURING

DEMOLITIO

N AND CONSTRUCTION. CONTRACTOR TO REPAIR

ANY DAMAGE TO EXISTING FINISHES. ALL NEW AND

REPLACED

FINISHES ARE TO MATCH EXISTING.

CONTRACTOR MAY TEMPORARILY REMOVE ANY HAND RAILS
OR OTHER FINISHES WITH VA APPROVAL. ALL REMOVED
HANDRAILS AND FINISHES ARE TO BE PUT BACK IN THEIR

ORIGINAL

POSITION, CLEANED & RESTORED TO THEIR

PRE—CONSTRUCTION CONDITION.

/ 5\ FIRE SAFING DETAIL

INSULATED DUCT

INSULATED DUCT PENETRATION

A102/ SCALE: N.T.S.

GYP BD — SEE WALL TYPES

METAL STUDS — SEE WALL
TYPES

EXTEND GYP BD INTO FRAME —
5/8” MIN.

JAMB ANCHOR

GROUT FULL

STANDARD RABBET

HOLLOW METAL FRAME

DOOR - SEE SCHEDULE

PIPE PENETRATION
/ 6\ FIRE SAFING DETAIL

A102/ SCALE: N.T.S.

5/8" MIN THICKNESS OF
FIRE STOP FILL MATERIAL —
BOTH SIDES. SAND SMOOTH

ONE LAYER OF MIN 1/8 IN.
THICK INTUMESCENT MATERIAL
SUPPLIED IN 2 IN. WIDE STRIPS
TIGHTLY WRAPPED AROUND
DUCT INSULATION AND HELD IN
PLACE WITH 2 IN. WIDE MIN 3
MIL FOIL TAPE. WRAP STRIP
SLID INTO ANNULUS ON BOTH
SIDES OF WALL SUCH THAT
WRAP STRIPS EXTEND APPROX
1/2 IN. BEYOND BOTH
SURFACES OF WALL. EXPOSED
PORTION OF WRAP STRIP TO
BE COMPLETELY COVERED WITH
MIN 3 MIL FOIL TAPE.

INSULATED PIPE PENETRATION
/ 7\ FIRE SAFING DETAIL

A102/ SCALE: N.T.S.

KOS NSl S IS

DXNNKX NNXXNNNXNNXXNN

L— INSULATED PIPE

DOOR FRAME
= : o i PEIAL o || REMARKS
SIZE = | w| & o w| o . . . [
= o || = 2|2 & =| Z|head |[jamb | sl |2
BO3B | 30" x 7-0" x 1 3/4” HW=54] A | HM [PT=1] ¢ [[ 1 | HM |PT-1 2 3 - C
GYP BD — SEE WALL TYPES
2" SCHED. 2" v / /
) ) METAL STUDS — SEE WALL )
1 (S . /_TYPES //_
P EXTEND GYP BD INTO FRAME - —
/ 5/8" MIN. _ J
§ B ) 1 2 "1:7} }7=
3 ™ ~
et Y | ————— GROUT FULL it L J ‘
I«
\ 1 £Q £Q STANDARD RABBET EQ EQ
FLUSH FACE HOLLOW METAL — T
HOLLOW METAL
HOLLOW METAL FRAME
~d N
ﬂ\ DOOR DETAILS DOOR — SEE SCHEDULE
A102/ SCALE: 1/4” = 1’-0”
¥ V
/ 2\ DOOR HEAD DETAIL / 3\ DOOR HEAD DETAIL
A102/ SCALE: 3” = 1'-0" A102/ SCALE: 3” = 1'-0"
= =
= =
) N 5/8” MIN THICKNESS OF . ~ )
o~ FIRE STOP FILL MATERIAL — <N 5/8" MIN THICKNESS OF
™~ BOTH SIDES. SAND SMOOTH > FIRE STOP FILL MATERIAL —
— NN BOTH SIDES. SAND SMOOTH .
\% " ! >
=
T ONE LAYER OF MIN. 1 /8 IN. - 5/8” MIN THICKNESS OF
THICK INTUMESCENT MATERIAL o~ FIRE STOP FILL MATERIAL —
SUPPLIED IN 2 IN. WIDE STRIPS ~ BOTH SIDES. SAND SMOOTH
TIGHTLY WRAPPED AROUND
g g DUCT INSULATION AND HELD IN \%
PLACE WITH 2 IN. WIDE MIN 3
MIL FOIL TAPE. WRAP STRIP
SLID INTO ANNULUS ON BOTH
SIDES OF WALL SUCH THAT
WRAP STRIPS EXTEND APPROX \
; 1/2 IN. BEYOND BOTH PIPE /' CONDUIT
SURFACES OF WALL. EXPOSED
PORTION OF WRAP STRIP TO
NON—INSULATED DUCT BE COMPLETELY COVERED WITH
A MIN 3 MIL FOIL TAPE.
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—
STORAGE
102B CLOSET]
101A ELEVATOR
L | P
|_ L
L] |
BATH
SRS ROOM DB ATH
REMOVE EXISTING VCT AND 141A ROOM
REPLACE WITH NEW ) D Q 140A
FLOORING ARMSTRONG
EXCELON STONETEX LINE OR [
APPROVED EQUIVALENT. |
|
| RA
OFFICE
- 141
- 7
|
| |
(— —

\J

LOBBY FLOORING

/ 8\ REPLACEMENT PLAN

A102/ SCALE: 1/4” = 1’=0"

LOBBY FINISH NOTES

1. REMOVE EXIST. FLOORING AND REPLACE TO EXTENTS AS

SHOWN ABOVE

2. REMOVE EXIST. WALL BASE AND REPLACE WITH NEW.
3. PAINT ALL WALLS IN THE LOBBY.
4. REPLACE ANY BROKEN CEILING TILES WITH NEW THAT

MATCH EXISTING.

5. V.AA. TO SELECT PAINT FLOORING AND VINYL BASE

COLORS.
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Date

Consultants

RICKERT ENGINEERING, Inec.

STRUCTURAL ENGINEERING
8813 WALTHAM WOODS ROAD, SUITE 301

BALTIMORE, MARYLAND 21234

410.663.5110 — FAX 410.663.5114

ROBERT L. SEYMOUR ASSOCIATES

AUTOMATIC TRANSPORT ENGINEERING
182 THOMOS JOHNSON DR. SUITE 200

FREDERICK, MARYLAND 21702

301.662.8112 — FAX 301.662.8117

1416 CLARKVIEW ROAD

COST ESTIMATING
12917 — 30TH AVENUE

BALTIMORE, MARYLAND 21209
410.323.0600 — FAX 410.377.2543

BUILDING COST CONSULTANTS, INC.

BURDETTE KOEHLER MURPHY
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MECHANICAL / ELECTRICAL CONSULTING ENGINEERING
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PLANNING

ENGINEERING

2215 Conowingo Rd, Suite 100
Bel Air, Maryland 21015—1436
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